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Preface 

 

 

Rule 23 of Public Procurement Rules requires procuring agencies to 

formulate bidding documents that shall be made available to the bidders 

immediately after the publication of the invitation to bid. Use of these 

documents is mandatory for either open or limited bidding.  

 

Document comprises of the Sections listed below: 

 

 Section I Invitation to Bid 

 Section II Instruction for Preparing Bids 

 Section III Specifications 

 Section IV Schedule of Requirements  

 Section V Form of Bid  

 Section VI Manufacturerôs authorization form 

 Section VII Form of Contract Agreement 

 Section VIII Conditions of Contract  

 Section IX Special conditions of Contract 

 Section X Performance Security Bank guarantee 
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Section 1 

 

 

 

  

 

 

Invitation for Bids (IFB)  

IFB No. BSSD (Proc) / 568 / F-1-ITNW-2009   

 
1. National Institute of Banking and Finance, one of the subsidiaries of State Bank of Pakistan (SBP) is 

building up its Local Area Network for the IT Setup at its floors of the Main Campus in Islamabad. For this 

purpose sealed bids are invited from prospective bidders Survey, Supply and Installation of Power DBs, 

Circuit Breakers, Power Cables and related components for IT  UPS Power setup at NIBAF  Office 

Islamabad for which. Detail specifications are mentioned in Section III. 

 

2. Bidding will be conducted using the National Competitive Bidding procedures specified in the Public 

Procurement Rules 2004 (PPR 2004) and is open to all eligible Bidders as defined in the PPR2004 that 

meet the following minimum qualification criteria: 

 

3. Bidders should be Islamabad / Rawalpindi based to avoid complications and to meet the time line. 

 

4. Bidders must have a documented track of completing at least 5- 7 similar assignments, during last 4 (four) 

years, of similar functional/technical characteristics and of a comparable scale. They should have liquid 

assets and/or credit facilities 3 times the amount of bid  

 

5. The bidders are requested to give their best prices. The rates quoted must remain valid for a period of 

ninety days after opening of bids. 

 

6. Bidder must quote for entire package. All bids must be accompanied by a bid security of 3% of the bid 

price. Bids not submitted on prescribed format will be rejected. Late bids will be rejected.   

 

7. Bids must be delivered on or before June 30, 2009 at 15.00 hours. Bids will be opened in the presence of 

biddersô representatives who choose to attend at 1530 Hours same day at the Conference Room Human 

Resources Department 10
th
 Floor State Bank of Pakistan, I.I Chundrigar Road Karachi..   

  

 

 

 
 

Rehan Hyder 

Joint Director Procurement Division 

 (Business Support Services Department) 

State Bank of Pakistan 

I.I Chundrigar Road Karachi 

Tel: 021-24559112 Fax: 021-9217234 
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Section II - 

 

Instructions for Preparing Bids 

 

1. Scope of Procurement: The Information Systems and Technology Department, as the 

representative of Purchaser, invites Bids for procurement of goods, Services as described in the 

Technical Specifications attached hereto.  The successful bidder will be expected to complete the 

delivery of goods by the Required Completion Date specified in the CC. 

 

2. Eligibility to Bid:  Bidders who are Authorized Dealers and duly registered with tax 

authorities may be eligible to participate only if they are also: 

 

a) Enclose Proof of registration with the Income Tax Department and Sales Tax Department 

with the Bid. (Failure to enclose these documents would result in rejection of Bid)  

 

b) Not blacklisted under the provision of Rule 19 of Public Procurement Rules 2004  

 

c) Submit only one Bid, either individually, or as a partner in a joint venture. All Bids 

submitted in violation of this rule shall be rejected.  Partners in a joint venture shall be 

jointly and severally liable for the execution of the Contract. 

 
d) Enclose attested copy of Dealership Certificate for current year up to 2007 

 

3. Qualification of the Bidder:   To qualify for award of the Contract, a Bidder shall meet 

the following minimum qualifying criteria: 

 

Bidders must have a documented track of completing at least 5- 7 similar assignments, during 

last 4 (four) years, of similar functional/technical characteristics and of a comparable scale. They 

should have liquid assets and/or credit facilities 3 times the amount of bid 

 

Evidence of financial resources to successfully complete the supplies  

 

 

5. Contents of Bidding Documents: The set of Bidding Documents comprises the Sections 

listed below: 

 

 Section I Invitation to Bid 

 Section II Instruction for Preparing Bids 

 Section III Specifications 

 Section IV Schedule of Requirements  

 Section V Form of Bid  

 Section VI Form of Contract Agreement 

 Section VII Conditions of Contract 

6. Documents Comprising the Bid:  The Bid submitted by the Bidder shall comprise the 

following documents: 
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 (i) Form of Bid (as per sample attached) 

 (ii)  Schedule of Requirements  

 (ii i) Qualification and Experience Information 

 (iv) Copies of taxation documents 

 (v) Manufacturerôs Authorization (currently valid)    

  

7. Bid: The Contract shall be for the whole supplies as described in Clause 1 of the 

Invitation and shall be based on the unit and total price for fixed unit rate contract inclusive of 

16% Sales Tax.  Prices shall be quoted entirely in Pak Rupees.  All duties, taxes and other levies 

payable by the Bidder under the Contract or any other cause, as of the date fifteen (15) calendar 

days prior to the deadline for the submission of Bids, shall be included in the rates, prices, and 

total Bids submitted by the Bidder.  

 

8. Validity of Bid.   The price bids shall remain valid for the period of ninety (90) calendar 

days counted from the date of submission of the Bids specified in Clause 11 below.  The 

Purchaser may request the Bidders to extend the period of validity for a specified additional 

period.  The Purchaserôs request and the Biddersò responses shall be made in writing or by fax or 

by email.   A Bidder may refuse the request for extension of Bid validity in which case he may 

withdraw his Bid without any penalty. A Bidder agreeing to the request will not be required or 

permitted to otherwise modify its Bid. 

 

9. Language of the Bid: All documents relating to the Bid and contract shall be in the 

English language. 

 

10. Preparation and Sealing of Bid: The Bidder shall prepare one original of the documents 

comprising the Price Bid as described in Clause 6 above, with the Form of Bid, and clearly 

marked ñOriginalò.  In addition, the Bidder shall also submit one copy which shall be clearly 

marked as ñCOPYò.  In the event of discrepancy between them the original shall prevail. The 

original and the copy of the Price Bid shall be signed by a person or persons duly authorized to 

sign on behalf of the Bidder. All the pages of the Bid where entries or amendments or corrections 

have been made shall be initialed by the person or persons signing the Bid. Sealed bids shall be 

addressed to the Purchaser at the address provided above and shall provide a warning not to open 

before the specified time and date for Bids opening as defined in Clause 7 of Invitation to Bid. If 

the envelope is not sealed and marked as above, the Purchaser will assume no responsibility for 

the misplacement or premature opening of the Bid.  

 

11. Place and Deadline for Submission of Bid: The Bid shall be delivered to the Purchaser 

NO LATER than June 26, 2009 at 1500 Hrs at the address given in Paragraph 3 of the 

Invitation to Bid.   Any Bid received by the Purchaser after the deadline prescribed in this clause 

will be returned unopened to the Bidder.  

12. Modification and Withdrawal of Bid:  No Bid shall be modified after the deadline for 

submission of Bid specified above in Clause 11.   Withdrawal of a Bid between the deadline for 

submission of Bids and the expiration of the validity of the Bid as specified in Clause 8 above 

will result in the Bidder being excluded from the list of Bidders for a period of two years. 
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13. Opening of Bids: The Purchaser will open the Bids, including modifications, in the 

presence of the Biddersô representatives who choose to attend, at the time, date, and in the place 

specified in Paragraph 7 of the Invitation to Bid. The Biddersô names, the Bid (Bid) prices, the 

total amount of each Bid (Bid), any discounts, and Bid modifications and withdrawals will be 

announced by the Purchaser at the Bid opening. 

 

 

14. Process to be Confidential: Information relating to the examination, clarification, 

evaluation and comparison of Bids and recommendation for the contract award shall not be 

disclosed until the award to the successful Bidder has been announced. Results of the  

 

15. Evaluation and Comparison of Bids: The Purchaser will award the Contract to the 

Bidder whose Bid has been determined to be substantially responsive to the proposal documents 

and who has offered the lowest evaluated Bids.  In evaluating the Bids, the Purchaser will 

determine for each proposal the evaluated Bids by adjusting the Bids by making any correction 

for any arithmetic errors as follows: 

  

 (a) Where there is a discrepancy between amounts in figures and in words, the amount in 

words will govern; 

 

 (b) where is a discrepancy between the unit rate and the line item total resulting from 

multiplying the unit rate by the quantity, the unit rate as quoted will govern; 

 

 (c) If  a Bidder refuses to accept the correction, his Bid will be rejected. 

 

16. Purchaserôs Right to Accept Any Bid and to Reject any or all Bids: The Purchaser 

reserves the right to accept or reject any Bid, and to cancel the process of competition and reject 

all Bids, at any time prior to the award of the Contract, without thereby incurring any liability to 

the affected Bidder(s) or any obligation to inform the affected Bidder(s) of the grounds for the 

Purchaserôs decision. 

 

17. Purchaserôs Right to Increase or Decrease Quantities:  The Purchaser, reserves the 

right to increase or decrease quantities of supplies 

 

18. Notification of Award and Signing of Contract: Results of evaluation would be known 

in a reasonable time, Bidders are instructed not to approach the Purchaser after opening of Bids 

until the finalization of award. The Bidder whose Bid has been accepted will be notified of the 

award by the Purchaser prior to the expiration of the validity period of the Bid, by registered 

letter.  This letter will state the sum that the Purchaser will pay the Bidder in consideration of the 

supply, installation, and commissioning of the Supplies by the Bidder as prescribed by the 

Contract.  The written notification of award will constitute the formation of the Contract. 

 

19. Bid Submitted without Bid Form will be rejected. 
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Section III ï Specifications 
 

Objective: 

 

The objective of this project is to setup the UPS Power infrastructure which will be connected to 

centralize UPS System at NIBAF Office Islamabad. 

 

Scope of Services 

 

The bidder will be required to survey, supply and install the necessary infrastructure as 

mentioned in Technical Data. 

 

Project Work Detail  

 

After purchase of P.O the vendor will provide project plan and work as follows; 

 

1. Deliveries of items mentioned in BoQ at site (NIBAF Islamabad). 

2. Installation of Power DBs (Distribution Boxes) at Ground Floor and 2
nd

 Floor (location 

will be informed by SBP Engineers). 

3. Installation and fixing of power sockets with back boxes in different offices at all floors 

(Ground, 1
st
 & 2

nd
 Floors) as per give position in the lay out diagrams. 

4. Channeling, cable laying, labeling, testing and termination of power cables from UPS 

Power Output DB (Server Room 1
st
 floor) to Floor UPS Power DB (Ground and 2nd 

Floors).    

5. Channeling, circuit cable laying (circuit wiring & point to point wiring), testing, labeling 

and cable termination from Floor Power DB to Power Sockets and from power socket to 

power socket at all floors. 

6.  Testing and correction of Power DBs, power cables, power circuits and power points. 

7. Energizing the Power DBs, power circuits and power points from centralized UPS 

System installed in Server Room 1
st
 Floor. 

8. Shifting of load on centralized UPS System. 

 

The vendor will install and configure the complete system according to the requirements of the 

SBP Engineers to get the maximum functionality.  

 

Summary of Required Work:  

 

Supply, Installation of Power DBs, circuit breakers, power sockets and related material & 

services to integrate with centralized UPS System (installed in server Room). 

 

Project Completion Timeline 

 

Work will have to be completed within 06 weeks from the date of issue of the P.O to the 

successful bidder. 
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Warranty  

 

The bidder should warrant that the products supplied under the contract are new, unused of the 

most recent or. The bidder should further warrant that all Goods under this Contract shall have 

no defect, arising from design, materials or workmanship or from any act or omission of the 

bidder that may develop under normal use of supplied goods in the conditions prevailing in the 

country of final destination.  

 

This warranty shall remain valid for 01 year after the installation. The bidder will provide full 

support during the warranty period and items replacement in case of failure within 24 hours of 

the failure/fault. 
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Technical Data 
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Material requirement: 
 

(1)  BoQ to Power up the Users IT Load from UPS System at Ground Floor 
NOTE:   The cabling, channeling and termination cost will be paid on running per feet, however an estimated 

length has been mentioned for determining the contract value, which will be adjusted on the basis of actual 

length lay. 

S# Item Name Description Technical Specs 

Estimated 

Qty. / 

Length 

(RFT) 

Unit  

Cost  

Total Cost 

Inclusive 

Services & 

all Taxes 

1 DB (Distribution 

Box) 

Supply, Installation and termination of 

Ground floor Users output DB 

Almost (44 x 24 x 9 (inch) L x W x D), Metal 

& Powder Coated with sufficient gauge for the 
fixing of Circuit Breaker MCCB 30 ATP x 4, 

MCB 16 ADP x 30 (10 on each phase) 04 

Rows of Circuit Breakers), with 50A Neutral 
Bus Bar x 1, 50A Earth Bus Bar and phase 

indicators 

1   

  

1a Circuit breaker Supply, Installation and termination of 
Circuit Breaker. It will be installed in 

Item-1 

MCCB 30A TP /10KA MG Brand, Made in 
France 

1   

  

1b Circuit breaker Supply, Installation and termination of 
Circuit Breaker. It will be installed in 

Item-1 

MCB 16A DP / 10KA (C60N) MG Brand, 
Made in France 

18   

  

2 Power Cable Supply, laying, termination, labeling 
and tagging of Power cable from  First 

Floor Load DB Server Room to User 

DB Ground Floor 

10mm2/4Core, Original Pakistan Cable Brand 100   

  

3 Earth Cable Supply, laying, termination, labeling 

and tagging of Earth cable from  First 
Floor Load DB Server Room to User 

DB Ground Floor 

10mm2/1Core, Original Pakistan Cable 100   

  

4 PVC Pipe Supply, Installation and fixing of PVC 

pipe from  First Floor Load DB Server 
Room to User DB Ground Floor 

PVC Pipe, 2 inch diameter, Galco Brand 100   

  

5 Power Cable Supply, laying, termination, labeling 

and tagging of Power cable from User 
DB Ground Floor to User load power 

sockets 

( 13 x Circuits) 

3 x 2.5mm2/1Core, Original Pakistan Cable 

Brand 
(1 for phase, 1 for neutral, 1 for earth) 

4500   

  

6 PVC Pipe Supply, Installation and fixing of PVC 

pipe in User rooms at Ground Floor 

PVC Pipe, 1 inch diameter, Galco Brand 400   

  

7 PVC Duct Supply, Installation and fixing of PVC 

duct in User rooms at Ground Floor 

Duct 16 x 25 (Adam Jee Brand) 150   

  

8 Double female 

power socket 

Supply and Installation of power 

socket in User rooms at Ground Floor 

3-Flat Pins Double Socket 13A, Original 

Clipsal Brand, Made in Australia 

25   

  

9 Double female 

power socket back 

box 

Supply and Installation of power 

socket back box in User rooms at 

Ground Floor 

Light back box, Original Clipsal Brand, Made 

in Australia 

25   
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(3)  BoQ to Power up the Users IT Load from UPS System at Second Floor 

 

 

(2)  BoQ to Power up Users IT Load from UPS System at First Floor 
 

NOTE:   The cabling, channeling and termination cost will be paid on running per feet, however an estimated 

length has been mentioned for determining the contract value, which will be adjusted on the basis of actual 

length lay. 

S# Item Name Description Technical Specs 

Estimated 

Qty. / 

Length 

(RFT) 

Unit  

Cost  

Total Cost 

Inclusive  

Services & 

all Taxes 

1 Power Cable Supply, laying, termination, labeling 

and tagging of Power cable from User 
DB First Floor to User load power 

sockets 
( 8 x Circuits) 

3 x 2.5mm2/1Core, Original Pakistan Cable 

Brand 
(1 for phase, 1 for neutral, 1 for earth) 4500   

  

2 PVC Pipe Supply, Installation and fixing of PVC 
pipe in User room 

PVC Pipe, 1 inch diameter, Galco Brand 
400   

  

3 PVC Duct Supply, Installation and fixing of PVC 

duct in User rooms at First Floor 

Duct 16 x 25 (Adam Jee Brand) 
150   

 

4 Double female 

power socket 

Supply and Installation of power 

socket in User rooms at First Floor 

3 Flat Pins Double Socket 13A, Original 

Clipsal Brand, Made in Australia 15   
  

5 Double female 
power socket back 

box 

Supply and Installation of power 
socket back box in User rooms at First 

Floor 

Light back box, Original Clipsal Brand, Made 
in Australia 15   

  

6 Circuit breaker Supply, Installation and termination of 
Circuit Breaker at Emergency Power 

DB at 1st Floor 

MCCB 100ATP / 15KA, MG Brand, Made in 
France 1   

  

7 Supply, Installation and termination of  

Circuit Breaker with shunt trip 
accessories UPS Power Input /Output  

DB Server Room 1st Floor 

MCCB 100ATP / 36KA, Shunt Trip including 

accessories, MG Brand, Made in France 
1   

  

8 Emergency Power 

Off Switch (EPO) 

Supply, Installation and termination of  

EPO Switch at Server Room 1st Floor 
to provide the emergency shutdown 

UPS System and Main/Genset power 

together  

Mush Room Red Color Push Button Switch 

with 5Pole MG Brand (EPO Switch must be 
installed in Red Color Metal Box with 

breakable glass at front) 1   

  

9 Power Cable Supply, laying, termination, labeling 
and tagging of Power cable from EPO 

Switch to UPS Unit and Main /UPS 

input DB (02 Circuit) 

1-2sqmm/2Core Flexible PVC-PVC cable, 
Pakistan Cable Brand 

60   

  

10 PVC Pipe Supply, Installation and fixing of PVC 
pipe from Emergency Power DB 1st 

Floor to Main / UPS input DB (Server 

Room) 

PVC Pipe, 2 inch diameter, Galco Brand 

80   

  

11 Power Cable Supply, laying, termination, labeling 

and tagging of Power cable from 

Emergency Power DB 1st Floor to 
Main / UPS input DB (Server Room) 

35mm2/4Core, Original Pakistan Cable Brand 

80   
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NOTE:   The cabling, channeling and termination cost will be paid on running per feet, however an estimated 

length has been mentioned for determining the contract value, which will be adjusted on the basis of actual 

length lay. 

S# Item Name Description Technical Specs 

Estimated 

Qty. / 

Length 

(RFT) 

Unit  

 Cost   

Total Cost 

Inclusive  

Services & 

all Taxes 

1 DB  

(Distribution 

Box) 

Supply, Installation and termination of 

Second floor Users output DB 

Almost (44 x 24 x 9 (inch) L x W x D), Metal 

& Powder Coated with sufficient gauge for the 
fixing of Circuit Breaker MCCB 30 ATP x 4, 

MCB 16 ADP x 30 (10 on each phase) 04 

Rows of Circuit Breakers), with 50A Neutral 
Bus Bar x 1, 50A Earth Bus Bar and phase 

indicators 

1     

1a Circuit breaker Supply, Installation and termination of 
Circuit Breaker in item-1 

MCCB 30ATP /10KA MG Brand, Made in 
France 

1     

1b Circuit breaker Supply, Installation and termination of 

Circuit Breaker in item-1 

MCB 16DP / 10KA (C-60N) MG Brand, 

Made in France 

21     

2 Power Cable Supply, laying, management, labeling, 

tagging and termination of Power cable 
from  First Floor Load DB Server Room 

to User DB Second Floor 

10mm2/4Core PVC-PVC, Original Pakistan 

Cable Brand 

100     

3 Earth Cable Supply, laying, management, labeling, 

tagging and termination of Earth cable 

from  First Floor Load DB Server Room 
to User DB Second Floor 

10mm2/1Core PVC, Original Pakistan Cable 

Brand 

100     

4 PVC Pipe Supply, Installation and fixing of PVC 

pipe from  First Floor Load DB Server 

Room to User DB Second Floor 

PVC Pipe, 2-inch diameter, Galco Brand 100     

5 Power Cable Supply, Installation and termination of 

Power cable from User DB Second Floor 

to User load power sockets 

( 16 x Circuits) 

3 x 2.5mm2/1Core PVC, Original Pakistan 

Cable Brand 

(1 for phase, 1 for neutral, 1 for earth) 

4500     

6 PVC Pipe Supply, Installation and fixing of PVC 
pipe in User rooms at Second Floor 

PVC Pipe, 1 inch diameter, Galco Brand 400     

7 PVC Duct Supply, Installation and fixing of PVC 

duct in User rooms at Second Floor 

Duct 16 x 25 (Adam Jee Brand) 200     

8 Double female 

power socket 

Supply and Installation of power socket 

in User rooms at Second Floor 

3 Flat Pins Double Socket 13A, Original 

Clipsal Brand, Made in Australia 

45     

9 Double female 

power socket 
back box 

Supply and Installation of power socket 

back box in User rooms at Second Floor 

Light back box, Original Clipsal Brand, Made 

in Australia 

45     
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Consolidated List of Items 

       

S# Item Name Technical Specs 

Estimated Qty / Length (ft) 

Ground 

Floor 

1st 

Floor 

2nd 

Floor 
Total 

1 DB 

(Distribution 

Box) 

Almost (44 x 24 x 9 (inch) L x W x D), Metal & 

Powder Coated with sufficient gauge for the fixing 

of Circuit Breaker MCCB 30 ATP x 4, MCB 16 

ADP x 30 (10 on each phase) 04 Rows of Circuit 

Breakers), with 50A Neutral Bus Bar x 1, 50A Earth 

Bus Bar and phase indicators 

1 0 1 2 

2 Circuit 

breaker 

MCCB 100A TP /36KA Shunt Trip including 

Accessories, MG Brand, Made in France 

0 1 0 1 

3 MCCB 100A TP /15KA MG Brand, Made in France   1   1 

4 MCCB 30A TP /10KA MG Brand, Made in France 1 0 1 2 

5 MCB 16A DP / 10KA (C60N) MG Brand, Made in 

France 

18 0 21 39 

6 Power Cable 35mm2/4Core PVC-PVC, Original Pakistan Cable 

Brand 

  80   80 

7 10mm2/4Core PVC-PVC, Original Pakistan Cable 

Brand 

100 0 100 200 

8 3 x 2.5mm2/1Core, Original Pakistan Cable Brand 

(1 for phase, 1 for Neutral, 1 for Earth) 

4500 4500 4500 13500 

9 1-2sqmm/2Core Flexible PVC-PVC cable, Pakistan 

Cable Brand 

  60   60 

10 Earth Cable 10mm2/1Core, Original Pakistan Cable 100 0 100 200 

11 PVC Pipe PVC Pipe, 2 inch diameter, Galco Brand 100 80 100 280 

12 PVC Pipe, 1 inch diameter, Galco Brand 400 400 100 900 

13 PVC Duct Duct 16 x 25 (Adam Jee Brand) 150 150 200 500 

14 Double 

female power 

socket 

3-Flat Pins Double Socket 13A, Original Clipsal 

Brand, Made in Australia 

25 15 45 85 

15 Double 

female power 

socket back 

box 

Light back box, Original Clipsal Brand, Made in 

Australia 

25 15 45 85 

16 Emergency 

Power Off 

Switch 

(EPO) 

Mush Room Red Color Push Button Switch with 

5Pole Normally Close (NC) MG Brand (EPO 

Switch must be installed in Red Color Metal Box 

with breakable glass at front) 

  1   1 
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Ground Floor UPS Power Points Lay out 
 (Highlighted in red color) 
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1st Floor UPS Power Points Lay out  
(Highlighted in red color) 
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2nd Floor UPS Power Points Lay out  

(Highlighted in red color) 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 


