
SBP BANKING SERVICES CORPORATION 
NORTH NAZIMABAD OFFICE, KARACHI  

 
Reference No. E&M/Unit/NN/ 060189/2022           Dated; 12.Oct.2022.     

         
INVITATION TO BID  

 
TREATMENT OF ROOF SEEPAGE AT ROOF EL +29'-6" OF SBP BSC NORTH NAZIMABAD. 

 
 

1. Sealed Bids are invited from contractors registered with Income Tax and who are on Active 

Taxpayers List of the Federal Board of Revenue for “Treatment of Roof Seepage at Roof EL+9’-6” 

of SBP BSC North Nazimabad”. 

 
2. Bidding documents, containing detailed terms and conditions, etc. are available at Office of the 

Executive Engineer, 1st Floor SBP BSC North Nazimabad Office, Block-A, Shahra-e-Noor Jahan. 

The firms are required to submit their application on letter head for issuance of bidding 

documents along with Cash or Pay order of 500/- (Non-Refundable) drawn in favor of State Bank 

of Pakistan Banking Service Corporation as Bidding Documents fee. Bidding documents can also 

be downloaded from SBP website at www.sbp.org.pk free of cost.  

 

3. The bids, prepared in accordance with the instructions in the bidding documents, must be 

dropped in the tender box kept in the Office of PA to to Chief Manager SBP BSC (Bank) North 

Nazimabad Office 1st Floor SBP BSC North Nazimabad Office, Block-A, Shahra-e-Noor Jahan on 

or before 04-Nov-2022 till 11.00 AM along with Bid Security of Rs 30,000/-. Bids will be opened 

on the same day at 11:30 AM. Incase opening date is falling on a public holiday, the bid will be 

opened on next working day at the same time and venue. The Advertisement is also available on 

SBP and PPRA website at www.sbp.org.pk and www.ppra.org.pk  

 
 
 

-Sd- 
Chief Manager 

SBP BSC (Bank) North Nazimabad 
021-99260705-8 Ext: 214 

 



















































































































STATEBANKOFPAKISTAN

SBP BANKING SERVICES CORPORATION (BANK)

Not.th Nazimabad` Karaclii

Financial  Bid

Biddim! Documents

Treatment of Roof Seepage at Roof EL +29'-6" of SBP BSC North Nazimabad.
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Oat 2022
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SCHEDULE-A TO BID

Financial Bid/ Schedule of prices

Treatment of Roof Seepage at Roof EL +29'-6" of SBP BSC North Nazlmabad.

I.     PREAMBLE

i.     The items mentioned in Bill of Quantities consist of furnishing all plants,  labour, equipments, machinery appliances,

materials,  fittings,  fixtures  and  fabrication,  erection,  installation,  lifting  of materials  required  for  completing  the

items/works and the work shall be done in accordance with Bill of Quantities, specifications and drawings complete

in all respects.

ii.     The  quantities  contained  in  the  Bill  of Quantities  are  approximate  estimated  quantities  and  liable  to  be  changed

(increased/decreased) or omitted when the work will  be actually executed. The Employer is authorized to delete any

item of work or vary quantities of any item(s) of Bill of Quantities. No clain for any adjusment in the unit rate set

forth in the Bill of Quantities will be made because of any increase or any decrease in the quantities indicated herein.

iii.     The  prices and rates to  be quoted  in  the Bill of Quantities are to be the full  inclusive  value of the  works described

under specified items  including all cost of expenses which may be required  in and for the construction of the works

described and implied in all the docirments referred to on which the tender is based.

iv.     Rates quoted should be inclusive of all applicable taxes, duties,  levies etc.

v.     Unit  rate  is  to  be  entered  against  each  item  in  the  Bill  of Quantities  whether  quantities  are  entered  or  not.  Items

against which  no price or rate  is quoted in the  Bill  of Quantities shall be deemed to have been covered by rates  or

prices quoted in the other BOQ item.

vi.     Sub-total/Total amounts shall also be referred in words.

vii.     Where there  is a discrepancy between the unit rate and the  line  item total resulting from multiplying the unit rate by

the quantity, the unit rate as quoted will govern, and the  line total will be corrected accordingly.

viii.     Each cutting should be signed by the authorized person.

ix.     The brand names have been provided in order to establish a standard of performance and reliability. However, it does

not indicate a preference for a particular brand. The bidder may propose other brands which can be accepted subject

to necessary tests to establish equivalency at bidder's cost.

For Contractor
Sign and Seal

For SBP-BSC
Sign and Seal
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Treatment  of Roof Seei]aae at  Roof  EL + 291-6„  a fSBP BSC  North Nazimabad.

SL Descriotion un Oty Rate  'Rs.I Amount  (Rs.)

A.  DISMANTLIN6 WORKS

1

Dismantling        of       existing        roofing

Sft 1,300

including   PCC  sub-flooring   up  to  the
RCC   slab   surface   including   disposal
of     debris     etc.     away     from     Bank
premises     at     any     distance/     lead
complete  in  all  respects  as  per  site
requirements      ,disposal      of      debris
through    manual   means    in    disposal
bags  from   2nd  floor  to   ground   floor
with   out   any   disturbance/   damages
ultimately disposing  the  same  outside
the SBP Premises.
a.  CRACKS  REPAIRING  & WATER
PR00FING

2

Making   of  PCC  edge  fillet   (triangular

Rft 650

shape   gala)   of  approximately  4"  x  4"
size    along    the    parapet    walls    with
cement    concrete    1:2:4    using     latex
based   concrete   bonding   agent   from
Sika,     Fospak     or     other     approved
manufacturer   @   3   liters   per   bag   of
cement  or as  per the  directions  of the
manufacturer/ supplier,  and  approved
water      repellent      admixture,      with
smooth   trowel   finished   top   surface,
curing  with  damp  jute  cloth,  complete
in       all       respects       as       per       site
requirements  and  as  directed  by  the
Engineer   ln-charge.    IThe   contractor
shall  have  to  submit  samples  along
with       technical      data       sheets       of
materials      for      approval      by      the
Engineer  ln-charge  before  application
at  site.)

For Contractor
Sign and Seal

For SBP-BSC
Sign and Seal
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3

Leveling/repairing     of    slab     surface

Sft 1,200

with   about  1/2.  to  3/4.  thick  layer  of
slurry  comprising  of  Cement  +  Sand
(in      1:3      ratio)      using      latex      based
concrete    bonding    agent    from    Sika,
Fospak          or          other          approved
manufacturer   @   3   liters   per   bag   of
cement  or as  per the  directions  of the
manufacturer/  supplier,  with   smooth
trowel    finished    top    surface,    curing
with   damp  jute  cloth,  complete  in  all
respects   as    per   site   requirements
and   as   directed   by  the   Engineer   ln-
charge.

4

Providing    and    torch    applying    4mm

Sft 1,300

thick    Layer    of    modified    bitumen    &
non-woven             polyester            fibers
reinforcement   based   water   proofing
membrane  of  DermaBit  (ECOGUM  SP)
or    other    approved    equivalent    KSA
make       in       accordance       with       the
directions                          of                          the
manufacturer/supplier    including    the
cost            of            approved            primer
(DERMAPRIMER    or    other    approved
equivalent)  applied  @  about  4m2/Liter,
all  required   overlaps   of  minimum   3"
width,  vertical  lapping  on  wall  upto  lft
from    top    surface,    complete    in    all
respects   as   per   site    requirements
and   as   directed   by  the   Engineer   ln-
charge.    Measurement    for    payment
shall   be   made   on   the   basis   of   top
surface    only.    IThe    contractor   shall
have   to   submit   samples   along   with
technical  data  sheets  of  materials  for
approval   by   the   Engineer   ln-charge
before   application   at  site.)   Only   Plan
area  measurement will be  paid

For Contractor
Sign and Seal

For SBP-BSC
Sign and Seal
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5

Providing      &      laying      approx.      200

Sft 1,300

microns  thick     polythene  sheet  over
the  water  proofing  membrane  with  4.
wide  properly  sealed  overlaps  where
required,  complete  in  all  respects  as
per site  requirements and  as  directed
by     the     Engineer     ln-charge.     IThe
contractor     shall     have     to     submit
samples    along    with    technical    data
sheets   of   materials   for   approval   by
the       Engineer       ln-charge       before
application   at   site.)   Only   Plan   area
measurement will be paid
C.  NEW  FLOORING  &  CONCRETE
WORKS

6

Providing,    mixing    and    laying    plain

Sft 1,300

cement     concrete     in    1:2:4     ratio     in
average   approximately   4"   thickness
laying   with   proper   slopes/grades   &
corner galas/fillets  etc.    including  the
cost        of       providing        and        mixing
mono filament   fiber   (Expanfiber   PPF
of  Fospak)  or  other  approved  quality
&  make  @  0.9KG/Cu.in  or  as  specified
by  the  manufacturer  including  curing
with  damp  jute  cloth  etc.  complete  in
all  respects  as  per  site  requirements
and   as   directed   by  the   Engineer  ln-
charge.

7

Providing,      fixing      in      position      and

Job 1

maintaining   all   materials   and   other
resources       for       making        proper
arrangements     to     cordon     off     the
construction   area   from   the   stepped
roof     using     Cl     pipes     and     woven
polymer    green     garden     fabric    for
entire   construction   period,   complete
in       all       respects      as       per      site
requirements  and  as  directed  by  the
Engineer      ln-charge.            (All      such
materials  etc.  shall  remain   property
of  the  Contractor  who  will  take  away
these  on  completion  of the  proiect.)
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Making   of   12"xl2"   size   about   6.   deep
sump  having  grating  made  from  3/8.
x3/8. size  stainless steel bars welded
with  1"xl"  size  clear  spacing  between
any  two   consecutive  bars,  fixing  the
same  at  Location  at  the  in(et  of  drain

pipes  with  approved  quality  stainless
steel   hinge   at   top,   removeable   for
cleaning  complete  jn  all  respects  as

per site  requirements  and  as directed
the  En ineer ln-char

Total Amount Rs. (In words)

Undertaking bv the Biddei.:

I

work  &  specifications.  The  above  rates  are  inclusive  of all  labour  charges,  Tool  &  Plants,  applicable  taxes/  dLties,
overheads, Safety equipments/PPEs/measures etc.  I/ we have sufficient resources to carry out above works. All the above
Temis & Conditions are acceptable to us. We are not blacklisted by the Bank or any other organization.

Date:

had visited the site and have fully understood the scope of

Contractors Signature & Seal

For Contractor
Sign and Seal

For SBP-BSC
Sign and Seal


